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Kellogg Paint Spray Equipment 



Utility Spray Painting Equipment 

The Kellogg Utility Spray Paint Outfit Type 32 is a 
small, compact and portable unit. It is furnished 
complete with all the essentials for spray painting. A 
real air compressor complete with all necessary fittings; 
a pressure fed spray gun giving excellent atomization; 
15 feet of hose and 10 feet of electric extension cord. 

The compressor unit, which is mounted on casters, is 
compact and weighs but 39 pounds. Designed to be 
run from a lamp socket it is driven through a belt by a 
34 H. P. motor of standard make and the compressor 
speed and spray gun design are so balanced that the 
best painting pressure is maintained without effort on 
the part of the operator. 

The Utility Outfit is well adapted for use in plumbing 
and heating shops and because it can be easily carried 
and be used on the job. Particularly valuable for 
painting radiators, hot surfaces, exterior of bathtubs, 
sinks, etc. 

Prices 


For 60 cycle A. C. Current, 1 10 Volt.$52.70 

For 60 cycle Direct Current, I 10 Volt. 60.70 

For 25 or 50 cycle A. C. Current, 1 10 Volt. 54.70 



Above illustrates the Kellogg Utility Spray Painting 
Equipment as used in painting a cast iron radiator. 



Spray Equipment Outfit No. 19 -A 

With Gasoline Engine Drive 

Outfit No. 19-A is a complete portable paint spraying 
outfit for pressure feed work. The two-gallon pressure 
material container is equipped with regulator and 
gauge, so that the flow of paint may be governed ac¬ 
cording to the nature of the work and skill of the 
operator. 

This outfit, which may be had with either an electric 
or gasoline engine driven compressor, is very valuable 
where a low priced outfit of high quality is desired. 
For general maintenance work, painting of heating 
plants and radiators, etc., it combines portability, ef¬ 
ficiency and low initial cost. 

The Spray Gun, Type BX, may be used with either 
lacquer materials or oil paints. Air and material noz¬ 
zles are self-aligning, insuring proper co-ordination of 
air and materials without need of adjustment. Can 
be regulated to give wide spray for large, flat surfaces 
or fine, narrow spray for small corners and touch-up 
work. 

The following equipment is furnished with Outfit 
No. 19A: 

Compressor Unit EM-25I-RCP or G. E. 251-RXP. 

BX Spray Gun with Cup. 

2-Gallon Pressure Material Container. 

25-foot Main Line Air Hose No. B-957. 

15-foot Air Hose (Container to Gun) No. B-955. 

15-foot Material Hose No. B-975. 


Motor Specifications Price 

60 Cycle, 3 Phase, 220 Volt.$149.50 

60 Cycle, 1 Phase, 110 or 220 Volt. 149.50 

Direct Current, 1 10 or 220 Volt. 151.75 

25 Cycle, 3 Phase, 220 Volt. 157.00 

25 Cycle, 1 Phase, 1 10 or 220 Volt. 157.00 

Gasoline Engine Drive. 179.00 
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